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EKATO Rühr- und Mischtechnik GmbH
Käppelemattweg 2, 79650 Schopfheim, Germany

Tel. +49 (0) 7622 29-0, Fax +49 (0) 7622 29-213
e-mail: info@ekato.com

www.ekato.com
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EKATO Rühr- und Mischtechnik GmbH
Käppelemattweg 2, 79650 Schopfheim 
Germany
Tel. +49 7622 29-0, Fax +49 7622 29-213
E-mail: info@ekato.com

Africa
EKATO Africa Pty Ltd.
P.O. Box 1994, 2052 Gallo Manor 
South Africa
Tel. +27 11 656 2900, Fax +27 11 656 8258
E-mail: africasales@ekato.com

Australia
EKATO Corporation
Suite 12/20 Kearns Crescent, Ardross WA 6153
PO Box 260, Applecross WA 6953
Australia
Tel. +61 8 9316 3398, Fax +61 8 9316 3712
E-mail: aus-info@ekato.com

China
EKATO (Shanghai) 
Commercial & Trading Co., Ltd.
First Floor, Building No.18
481 Guiping Road, Shanghai 200233, PR China
Tel. +86 21 6495 2966, Fax +86 21 6485 6183
E-mail: ekato-cn@ekato.com

India
EKATO India Private Limited
EL 90, TTC, MIDC Industrial Area
Mahape, Navi Mumbai-400 710, India
Tel. +91 22 2762 1104 & 1105, Fax +91 22 2762 1106
E-mail: ekatoindia@ekato.com

Russia
000 EKATO Russia
Bakhrushina str. 32/1, 115054 Moscow, Russia
Tel. +7 495 2218906, Fax +7 495 2218907
E-mail: info.rus@ekato.com

Singapore
EKATO Pte.Ltd. 
PSL Industrial Building 156 MacPherson Road #04-01
Singapore 348528
Tel. +65 6844 1810, Fax +65 6844 2689
E-mail: ekato-singapore@ekato.com

USA/Canada
EKATO Corporation
48 Spruce Street, Oakland, NJ 07436, USA
Tel. +1 201 825 4684, Fax +1 201 825 9776
E-mail: ecorp@ekato.com

www.ekato.com

EKATO SERVICE 
CENTER WORLDWIDE

Mobile Workshop
- To repair, assemble and test mechanical seals 

- Only one power supply is required 
 at your work site

- Offers the complete infrastructure for a thorough  
 revision on-site with qualified EKATO SERVICE   
 technicians
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The container is complete with electrical connections and
can be immediately put into use on location after connection
to the power supply. It is therefore particularly suitable for
remote locations with a poor infrastructure.

1. Test bench: dynamic pressure test bench for mecha-
     nical seals with shaft diameters up to 200 mm, test con-
     ditions for vessel pressures up to 64 bar

2. Lapping machine: lapping of shafts and housing seal
     rings of carbon, antimony or silicon carbide with shaft
     diameters up to 200 mm

3. Hydraulic workshop press: pressure force 15 t,
     height 1,920 mm - width1,000 mm

4. Piston compressor: air pressure up to 9 bar

5. Induction heating unit: work piece weight up to 300 kg,
    bore diameter 60-600 mm

6. Fork lift: lifting capacity 500 kg, lifting height 1,600 mm

7. Bench drill: for diameters up to 20 mm

8. Work bench including tools 
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Available equipment

- A mobile 20 ft. container, sea freight compatible

-  Ideal for locations that do not have the 
   necessary infrastructure

-  Complete with electrical connections, 
   only a power supply required on-site  


